
 
 

Delock Keystone Module LC Duplex female to LC
Duplex female with laser protection flip inside
 

 

Description
 

This Keystone module with LC Duplex coupler by Delock can be used
to connect two optical fiber male connectors to each other. It is
suitable for mounting in e.g. Keystone patch panels, face plates or
surface-mount boxes.

Protection against laser radiation
The integrated flip on the coupling ensures protection against laser
radiation.

Protection by dust cover
The coupling is equipped with an appropriate cap to protect the
sleeve from dust and to keep it clean.

 

Item no. 86833
 

 EAN: 4043619868339
 

Country of origin: China
 

Package: Zip poly bag
 

 

Technical details

Connectors:
1 x LC Duplex female >
1 x LC Duplex female
For single-mode fiber
Ceramic sleeve
With a laser protection flip and a dust protection cap
For Keystone ports with 20 x 15 mm
Operating temperature: -40 °C ~ 85 °C
Material: plastic
Colour: green / white
Dimensions (LxWxH): ca. 34 x 20 x 15 mm

 

System requirements

A free LC Duplex plug
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Package content

Keystone module
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  Interface  

   Connector 1:
 

  
 

1 x LC Duplex female
 

 

   Connector 2:
 

  
 

1 x LC Duplex female
 

 

   
  Technical characteristics  

   Operating temperature:
 

  
 

-40 °C ~ 85 °C
 

 

   
  Physical characteristics  

   Material:
 

  
 

Plastic
 

 

   Length:
 

  
 

34 mm
 

 

   Width:
 

  
 

20 mm
 

 

   Height:
 

  
 

15 mm
 

 

   Colour:
 

  
 

green / white
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